
ECONOMICAL - LIGHTWEIGHT - HIGH PERFORMANCE

• Widely used for production pork splitting   
 (up to 400 hogs / hour / saw).

• Economical, also suitable for beef and  veal kills.

• Lightweight - less operator fatigue.

• Long blade life - 800 hogs per blade.

• Anti-tie down controls and totally enclosed 
 elec tric motor for operator safety.

 The Jarvis Model H080 - 
 electrically powered bandsaw for high
 production splitting of hogs, sows or veal.

CARCASS SPLITTING BANDSAW
Model H080 



Model H080
Motor Power  2 hp 1491 W
Operating Voltage
 230 V, 1 phase, 60 Hz
 575 / 460 / 380 / 230 / 220 / 208 V, 3 phase, 60 Hz
 415 / 380 / 220 / 110 / 42 V, 3 phase, 50 Hz 
Capacity
 Beef 120 / hour
 Hogs  400 / hour 
Control Handles Dual Anti-tie Down Electric

 Distance between guides 16.75 in 425 mm
Blade Length 112.0 in 2845 mm
Overall Length 57 in 1448 mm
Rinse Water Consumption 3 gal / min at 40 psi 11.4 L / min at 2.7 bar
Weight 114 lbs 51.7 kg

Model  H080
 42 V, 3 phase, 50 Hz 4006069
 110 V, 3 phase, 50 Hz 4006059
 208 V, 3 phase, 60 Hz 4006177
 230 V, 1 phase, 60 Hz 4006081
 380 / 220 V, 3 phase, 60 Hz 4006068
 380 / 220 V, 3 phase, 50 Hz 4006063
 415 V, 3 phase, 50 Hz 4006082
 460 / 230 V, 3 phase, 60 Hz 4006002
 575 V, 3 phase, 60 Hz 4006112  
Blade  112.0 in / 2845 mm length  1023099

Balancer 4042042

Specifications

Drive Electric

 Products for the meat and poultry industry
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